
OIL SEPARATOR MAINTENANCE PROGRAM

EVERY MONTH THE FOLLOWING WILL BE DONE

1 INSPECT AND NOTE LEVELSLEVEL OF OIL AND SEDIMENT PRESENT

2 REPLACE ABSORBENT PADSPAD AS NEEDED AT LEAST TWICE YEAR

3 SHOULD TRAPPED OIL THICKNESSTHICKNES BE OVER 1211 THEN OIL SHOULD BE PUMPED OUT

4 RECORD PERTINENT INFORMATION ON INSPECTION FORM

EVERY 12 MONTHSMONTH THE FOLLOWING WILL BE DONE

1 REMOVE ANY CONTAINED OIL PRESENT

2 PUMP OUT REMAINING LIQUIDS

3 MEASURE SEDIMENT THICKNESSTHICKNES IN THE BOTTOM OF THE OIL SEPARATOR IF THICKNESSTHICKNES
IS GREATER THAN AVERAGE OR SHOULD THE OPERATION OF THE SEPARATOR BE

AFFECTED BY THE SEDIMENT THEN ALL THE SEDIMENT SHALL BE REMOVED

4 CLEAN OUT SEDIMENTSSEDIMENT IN INLET AND OUTFALL MANHOLESMANHOLE AND IN PIPING LOADING TO

THE SEPARATORSSEPARATOR FROM THE INLET MANHOLES

5 CHECK INTERIOR OF OIL SEPARATOR FOR VISIBLE SEEPAGE CAUK AS NEEDED

6 ON COALESCING PLATE SEPARATORSSEPARATOR CAREFULLY CLEAN SEDIMENT FROM PLASTIC
LOUVERS

7 RECORD PERTINENT INFORMATION ON FORM
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OIL SEPARATOR MAINTENANCE RECORD

KING COUNTY INTERNATIONAL AIRPORT

OIL SEPARATOR INSPECTOR DATE
CHECKLIST MEASUREMENT

MEASURE OIL THICKNESSTHICKNES INCHESINCHE

REPLACE ABSORBENT PADSPAD AS NEEDED

PUMP OUT OIL GALLONSGALLON

PUMP OUT REMAINING LIQUIDSLIQUID GALLONSGALLON

MEASURE SEDIMENT THICKNESSTHICKNES

IN OIL SEPARATOR INCHESINCHE

IN INLET MANHOLE INCHESINCHE

IN INLET MANHOLE INCHESINCHE

IN OUTLET MANHOLE INCHESINCHE

IN INLET PIPING INCHESINCHE

REMOVE SEDIMENTSSEDIMENT FROM SEPARATOR GALLONSGALLON

REMOVE SEDIMENTSSEDIMENT FROM MANHOLESMANHOLE GALLONSGALLON

CLEAN INLET PIPING

NOTE CONDITION OF BAFFLESBAFFLE

CHECK FOR VISIBLE GROUND WATER SEEPAGE INTO OIL SEPARATOR
CHECK FOR GAPSGAP BETWEEN BAFFLESBAFFLE AND WALLS

CAULK AS NEEDED

NOTE CONDITION OF COALESCING PLATESPLATE

CLEAN COALESCING PLATESPLATE

NOTESNOTE
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